Deck Spec Sheet

Project Address

Height of deck from grade, in inches.
Joist size, 2” x 6” minimum.

Actual joist span, longest span from
Ledger-to-beam or beam-to-beam.

Is the joist to cantilever, yes or no?

If yes, how far is the cantilever?
Cantilever shall be 2’ or less.

Spacing of floor joists, check one.
[] 12” on-center
[] 16” on center
[] Other

Beam size

Beam span, longest span from
post to post.

Beam is, check one:
[] Double
L] Triple

Check one:
[J 6” x6” Post
[] 6” x 4” Post
(] 4” x 4” Post

Check one:
[J Notched post

[] Post cap connectors

If deck is attached to house/structure, footers must
extend a minimum of 42" below grade.

Will deck be attached to the
house/structure, yes or no?
Flashing for ledger

Size of ledge board
Lag screw size

Lag screw spacing
Footer depth
Footing size

Decking board to be used, check one.
[J 5/4 P.T. decking board
[] 2” x 6” decking board
[J Composite decking, all types
[] Other

If 30” or more above adjacent grade/surface, the
deck shall have guardrails.

Minimum height of guardrail is 36 inches from the
deck surface.

Height of deck guardrails, in inches.

Graspable handrail is required for all stairs that
have a rise of more than 30 inches.

Closed risers are required on all stairs.
Will the deck have stairs, yes or no?

Graspable handrail height, 34” to 38”
from tread rising?

Stairway width
Tread depth
Riser height

Village of Penn Yan
Office of Zoning & Building Inspection

PO Box 426
111 Elm Street, 2" floor
Penn Yan, NY 14527
315-536-6397
villageofpennyan.gov
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TABLE R507.6
DECK BEAM SPAN LENGTHS" * (ft. - in.)
DECK JOIST SPAN LESS THAN OR EGUAL TO:
SPECIES® SIZE* {reet)

8 B il 12 14 18 18

2-2x6 611 5-11 54 4-10 46 43 &0

2-2x8 K9 77 69 6-2 59 54 540

2-2%10 10-4 94 ) T4 69 [ 60

St i 2-2%12 12-2 10-7 0.5 B-7 g0 16 70
I-2x%6 B-2 7-5 6-8 &1 58 53 50

i-2x8 10-10 @6 &6 7-9 1-2 68 -4

1-2x10 13-0 11-3 10-0 9.2 86 7-11 1-6
3I-2x12 15-3 13-3 11-10 10-9 10-0 94 8-10

IXbBor2-2x6 5.5 4.8 42 310 36 3 29

IxBor2-2%8 | 610 5-11 54 4-10 46 41 38

I 0or2-2x10] B4 7-3 [ 5-11 56 51 48

o Ix12or2-2x12] 98 &5 7-6 610 64 511 57
hm.aﬁ,-, 4%6 -3 56 4-11 a6 4.2 311 38
Wﬂmﬂf 4% 8 85 73 -6 511 56 5.2 410
Fiaeiohdy RO, 4310 CET 87 74 70 66 61 58
w pine’, 412 11-5 911 £-10 8-1 7-6 70 6-7
I-2X6 -4 - -0l 56 5-1 4.9 4.6

1-2x8 9.8 8-ty 7.7 611 £-5 B0 5.8

3I-2% 10 120 10-5 9.4 BBy 7-10 7-4 611

3I-2%12 13-11 121 10-9 910 [ B 8-1

For 51: | inch = 25.4 mm, | fool = 3048 mm, | pound per square fool = (0479 kPa, | peand = (0454 kg
L'ijmwhid_iiulndnﬂﬂpﬂ,thal!ud-I:I:Ipd',Ln'.ﬁ.-:'lﬂllJ:r_"nqmu.Uﬁ-lmumﬁhmﬁmlmﬁn;ﬂp:ﬂ-m“ﬂudnmm.
b Beams supporting deck jaists from one side only.

¢, Mo 1 grade, wel servioe Factor,

. Beam depih shall be greater than or equal o depth of jolsts with a Mhisk beam cosdition.

e. Includes incising facior

f. Morthern species. Incising facior nog included.
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TABLE R507.5
DECK JOIST SPANS FOR COMMON LUMBER SPECIES' (ft. - in.)

SPACING OF DECK JOISTS WITH NO CANTILEVER® | SPACING OF DECK JOISTS WITH CANTILEVERS®
SPECIES® SIZE (inches) (inches)
12 16 24 12 16 24
2%X6 9-11 9-0 77 6-8 6-8 6-8
: 3%8 13-1 11-10 9.8 10-1 10-1 9-8
Southern pine
2x 10 16-2 14-0 11-5 14-6 14-0 11-5
2912 18-0 16-6 13-6 18-0 16-6 13-6
2X6 9.6 8-8 7-2 6-3 6-3 6-3
r?oust[_;':g fir-larch, 2x8 126 11-1 o1 95 95 91
e shiis 0 2% 10 158 137 111 137 137 111
2% 12 18-0 15-9 12-10 18-0 15-9 12-10
X 7 7 L i
— 2%x6 8-10 8-0 -0 5-7 5-7 5-7
western cedars, 2x8 11-8 10-7 8-8 8-6 8-6 8-6
ponderosa pine*, 2 X 10 14-11 13-0 10-7 12-3 12-3 10-7
red pine*
2 X 12 17-5 15-1 12-4 16-5 15-1 124

For SI: 1 inch = 25.4 mm, 1 foot = 304.8 mm, 1 pound per square foot = 0.0479 kPa, 1 pound = 0.454 kg.

a. No. 2 grade with wet service factor.

b. Ground snow load, live load = 40 psf, dead load = 10 psf, L/A = 360.

¢. Ground snow load, live load = 40 psf, dead load = 10 psf, L/A = 360 at main span, L/A = 180 at cantilever with a 220-pound point load applied to end.
d. Includes incising factor.

e. Northern species with no incising factor

f. Cantilevered spans not exceeding the nominal depth of the joist are permitted.

TABLE R507.4
MAXIMUM JOIST SPACING
MATERIAL TYPE AND NOMINAL SIZE MAXIMUM ON-CENTER JOIST SPACING
Perpendicular to joist Diagonal to joist?
11/4-inch-thick wood 16 inches 12 inches
2-inch-thick wood 24 inches 16 inches
Plastic composite In accordance with Section R507.3 In accordance with Section R507.3

For Sl: 1 inch = 25.4 mm, 1 foot = 3048 mm, 1 degree = 0.01745 rad.
a. Maximum angle of 45 degrees from perpendicular for wood deck boards



Guidelines for Handrails and Guards

Handrails and guards are two different components.

A handrail is a horizontal or sloping rail intended for grasping by the hand for guidance or support.

A guardrail is a building component located at the open sides of elevated walking surfaces and stairs
that minimize the possibility of a fall from the walking surface to the level below.

Handrails

Guards

Handrails shall be continuous on at least one side of each continuous run stairs with 4 or more risers.
Top of handrails shall be placed no less than 34 inches or more than 38 inches above the stair nosing.

Handrails must be continuous the entire length of the stairs, from a point directly above the top riser to
a point directly above the lowest riser and return to a wall or post.

Handrails shall be placed at least 1 % inches from any wall or other obstruction and cannot project more
than 4 % inches from over the stairs.

The handgrip area shall not be less than 1 % inches or more than 2 % inches in width.

o Type I: Handrails with a circular cross section shall have an outside diameter of at least 1 %
inches and not greater than 2 inches. If the handrail is not circular, it shall have a perimeter
dimension of at least 4 inches and not greater than 6 % inches with a maximum cross section
dimension of 2 % inches.

o Type lI: Handrails with a perimeter greater than 6 % inches shall provide a graspable finger
recess area on both sides of the rail. The finger recess shall begin within a distance of % inch
measured vertically from the tallest portion of the profile and archive of depth of at least 5/16
inch within 7/8 inch below the widest portion of the profile. This required depth shall continue
for at least 3/8 inch to a level that is not less than 1 % inches below the tallest portion of the
profile. The minimum width of the handrail above the recess shall be 1 % inches to a maximum
of 2 % inches. Edges shall have a minimum radius of 0.01 inch.

Decks, porches, balconies, ramps or raised floor surfaces located 30 inches or more above the floor or
grade below shall have guards not less than 36 inches in height.

Porches and decks which are enclosed with insect screening shall be equipped with guards where the
walking surface is located more than 30 inches above the floor or grade below.

Open sides of stairs with a total rise of more than 30 inches above the floor or grade below shall have
guards not less than 34 inches in height measured vertically from the nosing of the treads.

The requirement for guards along open sides of stairs not only applies to the portion of a stairway that is
more than 30 inches above the adjacent floor, but it also applies to any portion of a flight of stairs less
than 30 inches above the floor.

All guards shall have intermediate rails or ornamental closures that prohibit the passage of a sphere 4
inches or more in diameter. The triangular openings formed by the riser, tread and bottom rail of a
guard at the open side of a stairway are permitted to be of such a size that a 6-inch sphere cannot pass
through.

When designed properly, the top rail of a guard can also serve as the required handrail.



New or existing _¢_ ____ Open guards on decks more than 30 inches above grade or floor below shall

Light required
Guard Openings for required
guards on the sides
- of stair treads shall
+ not allow a 4 3/8"
4\ diameter sphere to
~ pass through.
36" min.
height

' Y \\.

U] q

Deck > N
(. 34-38" above
Less than nosing's
6" dia.
Guard required if 10" min. run
more than 30" from nosing
to nosing
Open risers
Less than 4"
7 3/4" max. rise

have members spaced so that a 4 inch diameter sphere cannot pass through.

Stairway Notes:

Stairways shall be not less than 36" in width.

Stairway risers shall be no greater than 7 3/4".

Stairway treads shall have a minimum run of 10°.

The length of Run and the height of Riser shall not

vary more than 3/8" in the run of the stair.

Stairs are required to be illuminated.

Open risers are permitted if the opening is less

than 4",

7. Tread nosing shall be not less than 3/4" but not
more than 1-1/4" on stairways with solid risers.
Except when treads are 11" or more.

8. Composite materials may require additional
stringers.
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