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Village of Penn Yan 
Office of Zoning and Building Inspection 

Mobile Food Preparation Vehicle Inspection Checklist 
Pursuant to 2025 FCNYS Chapter 41 Section 4106 Mobile Food Preparation Vehicles 

 Business ________________________________ | Contact __________________________________ 

 Address ________________________________ | Phone ___________________________________ 

4106.1 General. 
Mobile food preparation vehicles that are equipped with appliances that produce smoke or grease laden vapors 
for the purpose of preparing, cooking or serving food shall comply with NFPA 96 and this section. Indoor use of 
mobile food preparation vehicles is prohibited unless approved by the fire code official. 

4106.2 Permit required. 
Permits shall be required as set forth in Section 105.5. 

4106.3 Exhaust hood. 
Cooking equipment that produces grease-laden vapors shall be provided with a kitchen exhaust hood 
constructed in accordance with Section 606. 

4106.4 Maintenance. 
Maintenance of systems on mobile food preparation vehicles shall be in accordance with Sections 4106.4.1 
through 4106.4.3. 

_____ 4106.4.1 Exhaust system. The exhaust system, including hood, grease-removal devices, fans, ducts and 
other appurtenances, shall be inspected and cleaned in accordance with NFPA 96.  

_____ 4106.4.2 Fire protection systems and devices. Fire protection systems and devices shall be maintained 
in accordance with Section 901.6.  

4106.4.3 Fuel gas systems. 
Fuel gas systems shall be maintained in accordance with Sections 4106.4.3.1 through 4106.4.3.4.  

_____ 4106.4.3.1 LP-gas systems. LP-gas containers installed on the vehicle and fuel gas piping systems shall be 
inspected annually by an approved inspection agency, person or special expert who is qualified to ensure 
that system components are free from damage, suitable for the intended service and not subject to 
leaking. 

_____ 4106.4.3.2 CNG systems. CNG containers and fuel gas piping systems shall be inspected annually by an 
approved inspection agency, person or special expert who is qualified to ensure that system components 
are free from damage, suitable for the intended service and not subject to leaking.  

_____ 4106.4.3.3 Annual leakage test. All fuel gas piping systems and appliances shall be checked annually for 
leakage at the operating pressure of the system using a manometer or pressure gauge. Where leakage is 
indicated, the gas supply shall be turned off until repairs have been made and the system no longer 
leaks.  

_____ 4106.4.3.4 Inspection tag. Upon a satisfactory annual inspection, the approved inspection agency, 
person or special expert shall affix a tag on the fuel gas system or within the vehicle indicating the name 
of the inspection agency and the date of the satisfactory inspection.  
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4106.5 Manual system operation for the automatic fire extinguishing system(s). 
A manual actuation device shall be provided for the automatic fire extinguishing system(s) provided for the 
cooking appliance(s). The manual actuation device shall be unobstructed and in view from the means of egress, 
located at or near a means of egress from the cooking area, and at a location acceptable to the fire code official. 
The manual actuation device shall be installed not more than 48 inches (1200 mm) nor less than 42 inches (1067 
mm) above the walking surface of the means of egress and shall clearly identify the hazard protected. The 
manual actuation shall require a maximum force of 40 pounds (178 N) and a maximum movement of 14 inches 
(356 mm) to actuate the fire suppression system. 

 CEO Comments _____________________________________________________________________________ 

___________________________________________________________________________________________ 

___________________________________________________________________________________________ 

___________________________________________________________________________________________ 

 CEO Approved ________________________  Date  _________________ 

 CEO Denied ________________________  Date  _________________ 
 

All food trucks applying for an Operating Permit are required to be inspected.  
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